 FORMDROPDOWN 

Application No.:
  391420
Equipment Category – Abrasive Blasting Room
	1.
general information
	
	DATE:   11/14/2002

	a.
manufacturer:   Clemco Industries

	b.
type:   Cornstarch
	c.
model:        

	d.
style:        

	e.
applicable aqmd rules:   1140, 401, 402, 404, 405, 1401

	f.
cost:   $       ( FORMDROPDOWN 
)
source of cost data:    FORMDROPDOWN 


	g.
operating schedule:
24  hrs/day
7  days/wk
52  wks/yr


	2.
EQUIPMENT INFORMATION
	
	App. No.:   391420

	A.
FUNCTION:   Facility manufactures aircraft parts.  This abrasive blasting room (RECLAIM device No. D214) is used to remove excess adhesive materials from parts.  Cornstarch particles are used as the abrasive medium.  Blasting is done by hand using a 1/2" high-velocity air nozzle.  After contacting the part, the particles drop through a floor grate and are air-veyed to a cyclone for recovery.  Air from the cyclone is filtered prior to exhaust. 

	b.
size/dimension/capacity:   12.5'W x 8'H x 17'L

	c.
blowers:        
	d.
total flow rate:         scfm

	e.
material stored/processed/handled:   Cornstarch

	f.
throughput/process rate/usage rate:        


	3.
COMPANY INFORMATION
	
	App. No.:   391420

	A.
NAME:   Rohr, Inc. (Division of Goodrich Aerospace)
	B.
SIC CODE:   3728

	C.
ADDRESS:   8200 Arlington Ave.
CITY:   Riverside
STATE:   CA
ZIP:   92503

	D.
CONTACT PERSON:   Kevin Olivo
	E.
PHONE NO.:   909-351-5224


	4.
PERMIT INFORMATION
	
	App. No.:   391420

	A.
AGENCY:   SCAQMD
	B.
application type:    FORMDROPDOWN 


	C.
AGENCY CONTACT PERSON:   Nabil Gobrial
	D.
PHONE NO.:   909-396-2573

	E.
PERMIT TO CONSTRUCT/OPERATE INFORMATION:
P/C NO.:   391420 (A/N)
ISSUANCE DATE:   11/30/2001
 FORMCHECKBOX 
  check if no p/c
P/O NO.:   391420 (A/N)
ISSUANCE DATE:   11/30/2001

	F.
START-UP DATE:
January 2002


	5.
EMISSION INFORMATION
	
	App. No.:   391420

	A.
PERMIT

	A1.
PERMIT LIMIT:   Must be connected to cartridge filter (C216).

	A2.
bact/lAer DETERMINATION:   Baghouse or cartridge filter

	A3.
BASIS OF THE BACT DETERMINATION:   AQMD BACT Guidelines

	B.
CONTROL TECHNOLOGY

	B1.
MANUFACTURER/SUPPLIER:   Clemco Industries

	B2.
TYPE:   Donaldson Torit cartridge filter

	B3.
DESCRIPTION:
   Clemco DFT 4-16 sixteen-cartridge filter, 4064 sq. ft. filter area.  

	B4.
CONTROL EQUIPMENT PERMIT APPLICATION DATA:
P/C NO.:   391421 (A/N)
ISSUANCE DATE:   11/30/2001


P/O NO.:   391421 (A/N)
ISSUANCE DATE:   11/30/2001

	B5.
WASTE AIR FLOW TO CONTROL EQUIPMENT:
FLOW RATE:   7400 scfm
ACTUAL CONTAMINANT LOADING:   up to 720 lb/hr
BLOWER HP:   20  

	B6.
WARRANTY:   Rated at 99.999% removal efficiency (numerical) for particles down to 0.5 micron.  Rated collection efficiency is based on tests run by American Filter Testing Laboratory and Donaldson's ISO-approved in-house QA/QC testing program.

	B7.
PRIMARY POLLUTANTS:   PM

	B8.
SECONDARY POLLUTANTS:   None

	B9.
SPACE REQUIREMENT:   40"W x 90"D x 162"H

	B10.
LIMITATIONS:        
	B11.
UNUSED

	B12.
OPERATING HISTORY:   In regular use since startup.

	B13.
UNUSED
	B14.
UNUSED

	C.
CONTROL EQUIPMENT COSTS

	C1.
CAPITAL COST:
 FORMCHECKBOX 
 check if installation cost is included in capital cost
EQUIPMENT:   $     
INSTALLATION:   $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


	C2.
ANNUAL OPERATING COST:    $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


	D.
DEMONSTRATION OF COMPLIANCE

	D1.
STAFF PERMFORMING FIELD EVALUATION:
ENGINEER'S NAME:        
INSPECTOR'S NAME:        
DATE:        

	D2.
COMPLIANCE DEMONSTRATION:        

	D3.
VARIANCE:
NO. OF VARIANCES:   None
DATES:        
CAUSES:        

	D4.
VIOLATION:
NO. OF VIOLATIONS:   None
DATES:        
CAUSES:        

	D5.
MAINTENANCE REQUIREMENTS:        
	D6.
UNUSED

	D7.
SOURCE TEST/PERFORMANCE DATA RESULTS AND ANALYSIS:
DATE OF SOURCE TEST:   Not required
CAPTURE EFFICIENCY:        
DESTRUCTION EFFICIENCY:        
OVERALL EFFICIENCY:        
SOURCE TEST/PERFORMANCE DATA:        

OPERATING CONDITIONS:        

TEST METHODS:        


	6.
COMMENTS
	
	App. No.:   391420

	BACT is considered venting to a filter rated at 99.99% efficiency for 0.5 micron particles.  This is not meant to suggest that 99.999% filtration efficiency should necessarily be a permit condition.
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